
April 11, 2001

SUBJECT: “Weight Control Deficiency Deduction” Special Provision
       Effective: April 1, 2001, Revised April 10, 2001
       April 27, 2001 Letting

TO ALL PROSPECTIVE BIDDERS:

Enclosed is one copy of the subject “Weight Control Deficiency Deduction”
Special Provision that is applicable to all projects included in the April 27,
2001 letting that contain one or more pay items paid for by weight. This
Special Provision is applicable only to those Items shown on the attached
list.

Due to the large number of projects affected by this Special Provision,
individual addendum letters will not be issued for each project affected. It is
the responsibility of each prospective prime bidder to scan through the
enclosed list and identify those projects on which he/she plans to bid as
those projects will be governed by the enclosed Special Provision and it will
be included in each contract identified.

Prime contractors must utilize the enclose Special Provision when preparing
bids on the affected Items.

Very truly yours,

Michael L. Hine
Engineer of Design
and Environment

By: Ted B. Walschleger, P. E.
       Engineer of Project Management



The attached "Weight Control Deficiency Deduction" Special Provision applies to the following jobs on the
APRIL 27, 2001 LETTING

1 26 57 103 129 166 200 227 252 278

2 27 65 104 133 168 201 228 253 279

3 29 68 105 135 172 202 229 254 280

4 30 70 106 136 176 203 230 255 281

5 32 75 107 139 177 204 231 256 282

6 33 83 108 140 178 205 232 257 283

7 34 84 109 143 179 206 233 258 285

8 35 85 110 144 180 207 234 259 287

9 36 86 111 145 181 208 235 260 288

10 37 87 112 146 182 209 236 261 289

11 38 88 113 147 183 210 237 262 290

12 39 89 114 148 184 211 238 263 291

13 40 90 115 149 187 212 239 264 292

14 41 91 116 150 188 213 240 265 293

15 42 92 117 151 189 214 241 266 294

16 43 93 118 152 190 215 242 267 295

17 44 94 119 153 191 216 243 268 296

18 45 95 120 154 192 217 244 269 298

19 46 96 121 155 193 218 245 270 299

20 48 97 122 157 194 219 246 271 300

21 49 98 123 158 195 220 247 272

22 50 99 124 159 196 222 248 273

23 51 100 125 160 197 224 249 275

24 52 101 126 162 198 225 250 276

25 54 102 128 163 199 226 251 277

                    The following items ARE NOT affected by the attached Special Provision

28 58 64 73 80 132 156 170 221 301
31 59 66 74 81 134 161 171 223
47 60 67 76 82 137 164 173 274
53 61 69 77 127 138 165 174 284
55 62 71 78 130 141 167 175 286
56 63 72 79 131 142 169 186 297



WEIGHT CONTROL DEFICIENCY DEDUCTION

Effective: April 1, 2001
Revised: April 10, 2001

The Contractor shall provide accurate weights of materials delivered to the
contract for incorporation into the work (whether temporary or permanent) and
for which the basis of payment is by weight.  These weights shall be
documented on delivery tickets which shall identify the source of the material,
type of material, the date and time the material was loaded, the contract
number, the net weight, the tare weight when applicable and the identification
of the transporting vehicle.  For aggregates, the Contractor shall have the
driver of the vehicle furnish or establish an acceptable alternative to provide
the contract number and a copy of the material order to the source for each
load.  The source is defined as that facility that produces the final material
product that is to be incorporated into the contract pay items.

The Department will conduct random, independent vehicle weight checks for
material sources according to the procedures outlined in the Documentation
Section Policy Statement of the Department’s Construction Manual and hereby
incorporated by reference.  The results of the independent weight checks shall
be applicable to all contracts containing this Special Provision.  Should the
vehicle weight check for a source result in the net weight of material on the
vehicle exceeding the net weight of material shown on the delivery ticket by
0.5% (0.7% for aggregates) or more, the Engineer will document the
independent vehicle weight check and immediately furnish a copy of the
results to the Contractor.  No adjustment in pay quantity will be made.  Should
the vehicle weight check for a source result in the net weight of material shown
on the delivery ticket exceeding the net weight of material on the vehicle by
0.5% (0.7% for aggregates) or more, the Engineer will document the
independent vehicle weight check and immediately furnish a copy of the
results to the Contractor.  The Engineer will adjust the net weight shown on the
delivery ticket to the checked delivered net weight as determined by the
independent vehicle weight check.

The Engineer will also adjust the method of measurement for all contracts for
subsequent deliveries of all materials from the source based on the
independent weight check.  The net weight of all materials delivered to all
contracts containing this Special Provision from this source, for which the basis
of payment is by weight, will be adjusted by applying a correction factor “A” as
determined by the following formula:
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Where A = Adjustment factor
B = Net weight shown on delivery ticket
C = Net weight determined from independent weight check

The adjustment factor will be applied as follows:

Adjusted Net Weight  =  A  x  Delivery Ticket Net Weight

The adjustment factor will be imposed until the cause of the deficient weight is identified and
corrected by the Contractor to the satisfaction of the Engineer.  If the cause of the deficient
weight is not identified and corrected within seven (7) calendar days, the source shall cease
delivery of all materials to all contracts containing this Special Provision for which the basis of
payment is by weight.

Should the Contractor elect to challenge the results of the independent weight check, the
Engineer will continue to document the weight of material for which the adjustment factor would
be applied.  However, provided the Contractor furnishes the Engineer with written
documentation that the source scale has been calibrated within seven (7) calendar days after
the date of the independent weight check, adjustments in the weight of material paid for will not
be applied unless the scale calibration demonstrates that the source scale was not within the
specified Department of Agriculture tolerance.

At the Contractor’s option, the vehicle may be weighed on a second independent Department of
Agriculture certified scale to verify the accuracy of the scale used for the independent weight
check.
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